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Hardwood
w=4” x h=1” x l=18”

Hardwood Dowel
 dia.=0.75” x l=5.75”

Hardwood Dowel
 Dia.=0.75” x l=5.75”

Hardwood
W=1.25” x H=1.125” x L=6”

Hardwood Dowel
 dia.=0.75” x l=7.0”

Hardwood
W=1.375” x H=1.25” x L=6” 6.0”

4.0”

1.125”

1.0” 8.0”

Drill 0.5”
Hole

Drill 0.75” Hole.
Glue Dowel in Place.

Drill 0.75” Hole. 
Glue Dowel invPlace.

1.0”

Drill 0.5”
Hole. Countersink
1.25” Dia. 0.375” deep.

Drill 0.75” Hole. 
Glue Dowel inPlace.

1.0” 5.0”

1.25”

Unistrut 12-gauge
 w=1.625” x h=1.625“
x l=72.0”

Drill 0.25” hole & 
countersink with 0.4375“
drill Five holes centered 
every inch alternating
sides.  Five #12 l=0.75” 
Brass Phillips Wood screws.

One 0.5” Dia. Galvanized
Carriage Bolt 4.0” long

One 0.5” Brass Wingnut

One 0.5” brass Washer
One 1/4”-20 hanger screw l=1.5“.
Two brass .25” washers.
one 1/4”-20 wingnut

One #10 Brass Phillips Wood screw l=2.5” 
& one .25” dia. Brass Bushing, l=o.5”

One #10 Brass Phillips Wood screw l=2.5” 
& one .25” dia. Brass Bushing, l=o.5”.

One #10 Brass Phillis Wood screw l=2.5” 
& one .25” dia. Brass Bushing, l=o.5”.


